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Power over Ethernet (PoE) (IEEE 802.3af ) , class 0 (IEEE 802.3af ) , class 2 (IEEE 802.3af ) , class 2 (IEEE 802.3af ) , class 2

USB port
1 (Support bluetooth 
headset through 
USB dongle  )

X X X

Ethernet port
Dual-port
Gigabit Ethernet

Dual-port
Gigabit Ethernet

2 X RJ45 10/100M
Ethernet ports

2 X RJ45 10/100M
Ethernet ports

Wall mountable �¥ �¥ �¥ �¥

(IEEE 802.3af ) , class 0

1 (Support bluetooth 
headset through 
USB dongle  )

Dual-port
Gigabit Ethernet

�¥

Auto-p Code �¥ �¥ �¥ �¥�¥

Private line ring tones �¥ �¥ �¥ �¥�¥

Hotline �¥ �¥ �¥ �¥�¥

Music on hold �¥ �¥ �¥ �¥�¥

Yealink Redirection and
Provisioning Service (RPS) �¥ �¥ �¥ �¥�¥

Visual voicemail �¥ �¥ �¥ �¥

Web sign-in �¥ �¥ �¥ �¥

BToE �¥ �¥ �¥ �¥

E911 �¥ �¥ �¥ �¥

Group call pickup �¥ �¥ �¥ �¥

Boss/Admin �¥ �¥ �¥ �¥

Local contacts �¥ �¥ �¥ �¥

Search AD contacts �¥ �¥ �¥ �¥

Exchange calendar �¥ �¥ �¥ �¥

Common area phone (CAP) �¥ �¥ �¥ �¥

In-band provisioning
EMS support

Auto provision by
TFTP/FTP/HTTP/HTTPS �¥ �¥ �¥ �¥

�¥ �¥ �¥ �¥

Feature
Model

Yealink Skype for Business® HD IP Phones

LCD

Modern Skype for Business UI

PIN authentication/ 
User credentials

Expansion module

HD voice

Skype for Business conference

T48G
-Skype for Business® Edition

T46G
-Skype for Business® Edition

T42G
-Skype for Business® Edition

T41P
-Skype for Business® Edition

T40P
-Skype for Business® Edition

4.3" 480x272-pixel 
color display

�¥

�¥

�¥

HD Handset
HD Speaker

2.7" 192x64-pixel
graphic display

X

�¥

X

HD Handset
HD Speaker

2.7" 192x64-pixel 
graphic display

X

X

HD Handset
HD Speaker

�¥

2.3" 132x64-pixels 
graphic display

X

X

QoE (Monitoring reports) �¥ �¥ �¥ �¥

�¥

�¥

�¥

�¥

�¥

�¥

�¥

�¥

�¥

�¥

�¥

�¥

�¥

7" 800x480-pixel
touch screen

�¥

�¥

�¥

HD Handset
HD Speaker

�¥

�¥ �¥ �¥ �¥

HD Handset
HD Speaker

�¥


